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Required data for the structural analysis 
of full coverage exterior insulation 
with vented siding

(Using GUTEX Thermosafe/ homogen + GUTEX Multiplex-top or GUTEX Ultratherm)

Analysis of the stress created by the wind’s positive pressure and suction 

Project:_________________________    
Fax: ___________________________

Care of: __________________________

System information:

	Height from ground to ridge
	
	m

	Side cladding (weight)
	
	kN/m2

	Façade inclination
	90
	degrees

	Insulation material (weight)
	
	kN/m2

	Compression stress 
	0.05
	N/mm2

	Insulation material thickness 
(Thermosafe/ homogen + Multiplex-top or Ultratherm)
	
	mm

	Quantity of cross batten strips per façade side
	
	quantity of strips

	Façade height
	
	m

	Thickness of the studs 
(applies if cross battens are fastened to studs)
	
	mm

	Distance between the batten strips
	
	m

	Thickness of the batten strips
	40
	mm

	Width of the batten strips
	80
	mm

	Length of the batten strips
	
	m

	Exterior cladding thickness 
(applies to framed constructions)
	
	mm


Please complete this form and fax it to us at: + 49 7741 6099 21.
Sincerely,
GUTEX Holzfaserplattenwerk

H. Henselmann GmbH + Co KG
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Dipl.- Ing. Martin Mosch

Leiter Anwendungstechnik
















